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Introduction

CamView is a 36 channel video management software package which is included with this Series IP
Cameras. With this CamView software, it is just a mouse-click away to see the video of your IP
Camera and surprisingly neither technical knowledge nor complex settings are required. Each IP
Camera has a unique Camera ID (9 digits long) and a password for logging in to see the video.

System Requirement

1. Operation System: Windows XP SP2 and Up
2. Pentium 4 CPU 1.5GHz; 512MB & up DRAM

Note: For more than 4 cameras display, more powerful CPU and higher DRAM is needed



CamView Manual

Install CamView Program

Step 1. Please close other windows applications before proceeding.

¥ CamView 2.0.3 Setup

Step 2. Insert the installation CD into your -
CD_ROM drive and f|nd the Seeing the video from anywhere!!
CamViewlnstaller.exe. Double click it to start the -

Welcome

‘Welcome to the installer for Camview 2.0.3.

Itis strangly recommended that you exit all Windows programs hefore continuing
with this installation.

Ifyou have any other programs running, please click Cancel, close the programs,
and run this setup again.

Otherwise, click Nextto continue.

b Hest> 1 [ cancel
o {4 CamView 2.0.3 Setup
Step 3. If you are uncertain if the Framework
. . Select Pacha
2'0 IS already InSta"ed On your PC’ |ease P:::;Ise‘:a(;ﬂ:g:ogram features that you want to install.
check .NET Framework 2.0. Click |
to proceed installation. T . _
am'iew This is the main program of Camvyiew,
MET Framework 2.0 Ithas to be installed.
IERERTI=H]
Total space required; 35.3 MB
< Back ] [ Mextz | | Cancel

{4 Cam¥iew 2.0.3 Setup

Step 4. Click to proceed Instaliation Folder

‘Where would you like Camiyiewy to be installed?

The software will be installed in the folder listed below. To select a different
lacation, either type in a new path, or click Change to hrowse for an existing folder.

Install Cam\iew ta:

C\Program Files\Camyiew

Space required: 35.3 MB

Space available on selected drive: 43.89 GB

< Back J| Mext > |I Cancel I




Step 5. Make a selection and click

to proceed.

Step 6. click

to exit.

Step 7 Click

CamView installation now is completed.

to proceed.

4 CamView 2.0.3 Setup

Shortcut Folder
Where would you like the shortouts to be installed?

The shortcut icons will be created in the folder indicated below. Ifyou don'twant to
use the default folder, you can either type a new name, or select an existing folder
fram the list.

Shortcut Folder:

Camiew v

@ Install shortcuts for current user only

() Make shortcuts available to all users

< Back ]| Mext » |[ Cancel

‘4 Cam¥iew 2.0.3 Setup

Ready to Install
ol are nowe resdy to install CamView 2.03

The installer now has enough infarmation to install CamView on your computer.

The fallowing settings will be used:
Install folder: CAProgram Files\Camview

Shorcut folder:  CamView

Please click Mext to proceed with the installation.

< Back ]| Mext = |[ Cancel

‘4 Cam¥iew 2.0.3 Setup

Installation Finished
The installation has completed successfully.

Installation Successful

The CamView 2.0.3 installation is complete.
Thank you for choosing Cambiewl

Please click Finish to exit this installer.




Startup and the layout of CamView
1. Startup CamView

You can startup CamView from either Start = Programs =» CamView or the shortcut of CamView on
the windows desktop.

2. Layout of CamView

Disk space information for recording

Camera List Video Information

Close Camview

Software Version Time Information

2009/06/19 16:16:54 Available: 43.9 GB

.@ Camera List Se e Minimize
I Front Door

:
% Recording
Snapshot
g g?fﬁl:i P 4 Display Area 1

B PARKING

I Meeting Room — 1|

\E Camera Name < Display Area 2

|
Display Area 3

.

Bam Status Indicator

Display Area 4
Mo sauree E] No source E]
& Auto search
Auto Search List
Speed A
Add « il »
¥
TR ﬁ Speed dome Control Panel Speaker

Setting Display modes
CamPlay Language All Eunction
Schedule
Recording




3. Display Mode

CamView supports 10 display modes. By pressing each mode, you can have a different live view
display.

NGRS R S SN

Managing CamView Camera IP cameras

Right click the “Camera List” .You can add a new IP cam, create a new folder, rename the IP cam or
the folder, and delete any IP cams or any folder.

Right Click “Camera List”,
and choose New Camera

=MW souwrce |

................................... Plauf fDIdEr Cameras

Refresh status

Mewy camera |I

Mewy folder

1. New Camera

Users can add a new camera to the list by entering IP cam ID and password. Users can also name the
IP cam.

T

3 CAMVIEW

A CAMVIEW

| - Mo source
& Camera List ;

-~ [ Front Door

; Eggedmwe B Camera List
- B Office — ) i Front Door
~ [ Meeting Room (3 New camera |¥] i

N = 0 PARKING

ame: les

_ ! Road
CamlD: n010&a7118 H .
Password: m—j ’r‘lr Oﬂ:lce
1 Meeting Room
8 Tont
| I Test

Enter Name & ID &Password and N

Click ok The Camera named “ Test” will
show under “Camera List”




2. New Folder

Users can group IP cams by creating a new folder.

A CAMVIEW

Right click on the “Camera List”.
Click “New Folder”

P | |Fr0|‘|t Do

=%

) Play folder camerss
" Refresh stat

B PAR Elieshsizs

[_'.1 Rng Mew Camers

L] Offi(| Mesw folder

[ hAmmbime T e T

3. Rename

You can rename the folder.

4. Delete
You can delete the folder.

Fromt Cioor

Failed

Name the new folder

—

¥ Road E New foldex

W Office

I Meeting Room Folder name: | Mew Folder]

| add | [ Coneel

]

New folder shows up after

you create it

.E\ Camera List
- W Front Door

i PARKING
- M Road

B Office
-l Meeting Room
& Mew Folder

Rename folder

Folder name: File 1

| Eename ] [ Cancel ]

o Front Door
11 Meeting Room
I PARKING

1 Office

Play folder cameras
Refresh status
Mewy camera

Mewy falder

Fenatmne folder

| Delete folder

Delete Folder




5. Refresh Status
You can click Refresh Status to update the latest connection status of cameras

6. Camera Adjustment

By right clicking on a green light status IP cam, you can access the video display, do ID and password
settings, adjust video settings, upgrade firmware, and delete from the list.

Note: Camera status must be green in order to access function list.

E CAMVIEW v2.0.3 | Function List L

'@ Camera List MR oo Discor
" P‘F‘qﬂt Dgg .....
[1_; bl et ng R Play on selected windosw
i [1] P KNG [0 { Passweard settings
[‘E =1 Yideno settings
o JGPP zettings
& Firtmwatre upgrade
Delete camera

Right click Green status
Camera

7. Play on Selected Window

@ CAMVIEW 2009/06/22 1
-IE" Camera List Click Iti Disconnected @E
- Front Dinnr: \
B Meeht|| Play on selected window |
5 Eﬂ PAR I f Password settings
0 Office Yideo settings
- Road 3GPP settings
& File 1 Firmeware upgrade
Delete camera

Video shows up here

10



8. ID / Password Settings

CAMVIEW

Mo source

& Camera List
= File 1

Flay on selected window:

ID ! Password seftings |

Video settings
3GPP settings

Firmweare updracde

Delete camera

3 CAMVIEW -
B Camera List | He Bes
& File 1 (3D I Password sottings (%]
- B Test : -
B Road Mame: Test
- B Office CamiD: 001057118
- B PARKIMG _ o
- B Meeting Room BRI i
" PRy

/[

Edit Camera Name, ID, and Password.
Click OK to activate new setting.

9. Video Settings

A CAMVIEW

v2.0.

E Yideo settings - Test.*l]l]ll]STllB% IP cam Status (Name / ID) ﬂ

[ . Mo zource
i Camera List

& File 1

M iTept

/‘.' RO Play on selected window

/... OIff I ! Pazsword settings

/‘.. p,.-j,'| Yideo zettings J

B e SGPP settings

B Frg Firtmeevare upgrade

Delete camera

All the settings are categorized
according to its function.

Eandwid th
68 K '~ | The bandwidih for the camera
Video sethngs

[] ®elect the best rezolution and frame rate automatically

F )
e

Freference

. |
Image quality |w | If bandwidth is not enough for the video

Click Update for the

changes to take effect.

11



Quality Function Tab

Bandwidth

Available selections are from 64K to 1.5M. Appropriate bandwidth setting must match the camera
physical site internet uploading bandwidth. Higher bandwidth contributes better picture quality.
Video Setting

If you check the box of select the best resolution and frame rate automatically, the camera will
automatically adjust the most suitable video setting in Resolution and Frame Rate

Resolution: higher resolution you set, bigger image you get.

Frame rate: Frame per second (1 to 30fps ), higher frame rate you set, smoother motion you get.
Preference

By selecting Image Quality, the camera automatically adjusts itself for image quality as priority in
case of interference with the network environment. Vice versa, by selecting the Video Motion, the

camera automatically adjusts itself for video motion.

Video Function Tab
Video Color

Video colar
User can set the video as colored image or black and white image. Colog v
Brightness Erightness
Control the brightness of the camera video from 1(dark) ~ 10(Bright) 5 (Medimr |+
level
Sharpness
Control the level of sharpness and clearness of the image ) .
i o Low light senstivitr
Low Light Sensitivity Very hizh (B8
The level of the camera senses the low light condition. —
Place
. . . . Indoor “
You can choose the camera installation environment in order to :
. . . . Light frequencae
make camera automatically adjust for the best image quality. E0H: v
OSsD
(o]

On Screen Display. Enabling this function will make the camera
embed the time information into the picture.

Microphone

Disable or enable the microphone. When you enable the Mic., the
user who monitors the image can hear the sounds.

Video Flip

This function is only available for the Pan Tilt type of camera to flip
the image.

Control Function Tab Quality | Video
Check the box to allow user remotely controls

the motors for Pan and Tilt. (Only available for

Enable time display on video

Microphone
Dizabled  |»

.......................

& oy rermniote to contool the Pan and Tilt

the Pan/Tilt type of camera) Statnz LED Contral

Status of LED Control Wormal w
User can control the behavior of the status LED.

Motion Detection Sensitivity Motion detection sensitivity

The level of how sensitive the camera is in terms 7 w

of the motion detection.
12



= Camerainfo Tab Quaity | Vilso | Contiol | Camera ke,

Show the IP camera information and firmware version.
Model index: 2

Firmaare wersion: »020202

10. 3GPP Setting
3 3GPP settings - Test / 001057118

3
v i low S0 PE conmections
CAMVIEW PRGEE S
Bandywidth
[ = . Test ' -
& Camera List ‘ i 32K v | The bandwidth for the camers
PRI =) [
1 Test! &
il RD Flay on selected window Video settings
[ i
i ':I ff ID [Password settings Select the best resolution and frame rate smtomatically
!'.:I F A Widen settings
] Me| IGPP settings
!'2' Frc Firtrvvare uporade
Delete camera
‘ | L Microphone

Disabled v
Tpdate Cancel

To allow 3GPP connections from mobile phones, user has to enable it.

Bandwidth

The bandwidth setting for 3GPP connection from 32k to 256K.

Video Setting

Check the box to make the camera determine the best combination of the resolution and frame rate
according to the given bandwidth.

Microphone

Allow user to hear sounds on the 3GPP Device

11. Firmware Upgrade

In case of new firmware is released, enter FTP server address, FTP username, firmware name, and
FTP password to upgrade camera firmware.

The default password of Authentication is “admin”.

Note: Users can change the default Firmware Upgrade Authentication password in the Web Page
Configuration. Please refer to page 34.

13



Enter FTP information.

2009/06/23 1

E» Camera List

-1 Test
@ Road FTF Server:
- B Office
f PARKING FTP usernarme:

- I Meeting Room

FTF Fasswaord:
B Front Doar

Firmmware file name:

@ Firmware upgrade - Front Do

Click Upgrade
i AT

|G0.250.194.78
upgrade

| A

1C202w-gen-020206-n1

Cancel

001 009:

247

e
el |

Click Plain text to unhide/see
the password.

& T |
N [ Sk Enter Password and click OK
Adynin passwond: E
iZ Auto search [ ok | [ Concel
- B 001057118
Il
r@ Firmware upg;[la:i.e - Front Door f 001009247 Q O E\ Upgrading
status bar
LLLEELLULLLLLLL Downloading 26% appears to
indicate the
[ = p— progress of
@ Firmware upgrade - Front Door f 001009247 g =] |_\J upgrading.
NN Erasing Flash 11% >
t@ Firmware :':,is;:‘a-mic - Front Door .;L!;'[i"!{:‘;i'.?.d? - ‘: DI:_/,'
mim Writing Flash 11% J

12. Delete
& Camera List Frent Boar
1 Road
¥ Office .|
[ PARKING B
! Meeting Room B
{ﬁ F t Plary on zelected window ['.1
D F Password settings ["1
Yideo settings
JGPP zettings

Firmyware upgrade

Delete camers

& Camera List
Foad

ffice

FARKING
MWeeting Room
Front Door -

Delete the IP cam. P

@ Delete c% }m

-,

Delete camer [Front Door001009247 7

C U Dele | | Comcel |

14



Displayed Video Control

Use mouse to select displayed window. Right click to see various functions.

Double click information bar to
make it full window display

d CAMVIEW

Snapshot button
Press it to snapshot

2009/06/23 16:18:52

B Camera List
[ Road 2009/06/23 09:15:
- B Office

1 PARKING
I Meeting Room
[ Front Door

Record Status Light
Black: Non recording
Red: Continuous recording
Green: MD recording

Double click displayed video
to make it full screen display

Full weind o

Auto reconmnect

2o
Mo source P

?DL

Panze

B Auto search Motion reconding

Froperties

1. Full Window: Choose it to display video in full window. Users can also double click the information bar to
display in full window. Double click the displayed video to make full screen display. One more double click
changes back to normal window display mode.

2. Auto Reconnect: Checking “Auto reconnect” option reconnects the video session automatically if the
session is closed by the IP Camera, for example, the settings of the IP Cam has been changed or the Internet
connection of the IP Cam has lost.

3. Stop: Click to stop video displaying.

4. Pause: Click to pause video displaying.

5. Motion Recording: Click to enable motion detection recording. When motion detection recording is
activated, recording status turns to Green.

@E% Recording status turns into green

15



6. Properties: Show current IP cam’s frame rate, consuming bandwidth, and camera physical site time.

_—’@ Properties
Y Frame rate: 1 fps

Bandwid th: 36.2 kbpz

IP Cam time: 2009/06/2% 10:02:23

7. Snapshot & Continuous Recording

Click to do continuous
recording. Status light
becomes red.

Click to take snapshot.

8. Swap Function: This function is available only in 6, 13, 21 window display modes. Press swap button to
move the minor window video to/from main window.

2009/06/30 15:33:35 Available:

Press Swap button to move
minor window display video
to or from main window

display video.

16



9. Auto Search

Auto search is a function that searches for all IP
Mo Cameras on your LAN (Local Area Network). At the
= iAuto s earc| e mm'h | very beginning of CamView startups, CamView
Sor automatically does the auto search.
I

To do auto search manually, double click on the “Auto Search” folder. CamView searches all
available IP cams in the LAN and lists all IDs under the folder. Right click on the find Cam ID
and select “Web Configuration” to access the IP cam’s web page for configuration.

Move the mouse cursor over the Cam ID under Auto Search, you can see the IP address of
that Camera.

£

Auto Search List: List all
the found Cam IDs within
this LAN.

/J Web configure: Click to open

I.E. browser for further
" configuring this IP Cam.

& Auto search
LR 001015072

Web configure —

£ 2 | test #6G

Move your mouse over
Cam ID 001006123 to see
its IP address.

192.168.1.

—_

05}— —

10. IP Cam online status indicator

There is an IP Cam icon in front of the Camera Name which indicates the online status of that IP
Camera.
B RED - IP cam is off line, not connecting to internet.
B GREEN - IP is on connected to internet.
B  YELLOW ->IPis on line but the connection is not good because either side might be behind
a router which has strict rules for access.
Note: The IP Cam online status refresh takes place in the beginning of CamView startup. To refresh all cameras’

status manually, right click on the Camera List and select “Refresh status”.

. | Green icon: means this IP Cam is online
¥ 001002130 — '
! [-][:-Ill-JI-jt][-l-"l 3 4i Red icon: means this IP Cam is offline.
=7 Testl

o Yellow icon: means this IP Cam is online.
' TTT However, the connection between IP Cam
w and CamView is bad due to the strict
' TTT2 — rules of the router or firewall.

Note: The green icon indicates the IP Cam is online and responding, but not guarantees that the video session can be

17



established 100%. Unfavorable Firewall setting may block the video.

11. Pan Tilt Panel Function

Connect to Pan Tilt Dome Camera and drag to any channel in the software, the Pan Tilt Panel will be
activated as below:

A A
e |4 H W e | H D
bvﬁ '

CE=D

> n)

Pan Scan: make the Pan Tilt Dome move left and right
Tilt Scan: make the Pan Tilt dome up and down
Speed: the speed of Pan Tilt Dome has 3 level of speed (3 is the fastest, 1 is the slowest)
& : Move Up
W : Move Down
W : Move Right
« : Move Left
H : Move back to home
Patrol: User can have 1 set of Patrol and 5 points for each Patrol. To set each point for the patrol,
User can use the direction arrow in blue to set each point the user want to stop in a patrol. After
set each point, click “set” to save each point.

E Patrol setti Set the preset point. |
How long the camera stays for each
Vi Goto Ot Stay time (sec) 5 preset point during patrol.
: [
(304 Gowm Set Epeed = Moving speed
(18,77  Goto Get ‘

(] cen ot ot « H »% Motor control panel
[ (24,0 Gnt:\ﬂ\
Go to the preset point

[ Sawe patrol points ]

B Preset: This function will be activated after any PTZ Dome connect with video server
B Zoom in & out: This function will be activated after any analog PTZ Dome Camera connect to IP
video server

18



CamView Software Functions

Spaed

v CamView Function Bar.

Click Setting and get into the Setting
Function menu.

B Directories Settings: to set the directory path for the Recording and Snapshot

-~

@ i Where to save the recording files. |
Dhrectones. : . .
S_tartup SRR Directories settings \ / Click to open the
Firrmware uparade Eecording recording folder.
save the reconding files in the folde

[ D bommeni il Seltog G| [Ty

Click to change

I disk space islessthan [ GB (Availabls: 44 BB} | the path
() Circvlar recording Available disk space of
; current selected hard
& Stop reconding ﬁ Recording options drive.
snapshot
Bave the snapshot files in the folder:

C"Dncunmntsmdﬂetmlgs\ﬂdnmmtr&h:lr [ Cipen ][ Change... ]
/\\—
Where to save the snapshot files. DK Cancel

7/
Click to save the setting

19



B Startup Options: Determine the camera state at startup
Automatically start CamView when Windows starts: When Microsoft Windows starts,
CamView will start running automatically.
Restore the last time playing/running state: Restore the state of each video window to what it
was before CamView closed.

’EE Settings

| Directories
‘atartup ophions
| Firmware upagrade

Startup options zettings

[ LAutomatically stert CamWiew when Windows starts

[] Restore the last time playing/ronning state when Cam¥iew starts

Click to save the setting

[ oK | | Coangel |

B Firmware Upgrade: Here you can assign the default values for firmware upgrade. By doing so, it
saves your time to enter the same information every time.

3 Settings

Directaonies
Startup options
‘Firmware upgrade

Firmware upgrade settings

FTF Server: A0.250.194 74
The FTP Info for
_ downloading the
FTF nzemamme: npgrade firmware
FTP Passwond: npgrade
Firmyware file name: IC202w-gen-020206-n.f
—

Firmware file name varies
according to the type of camera
you use. Please contact your
supplier for it.

Click to save the settings.

HK | | Cancel |

20




2. CamPlay

Click CamPlay to start it for playback.

Click Scheduling to configure
scheduled recording/playing.

Schedule the time for each channel to be used and recorded by certain camera

B Camera: The information of the camera to be connected. You can either double click on one of the
listed cameras or drag the camera off the Camera field to import the settings. Of course,
manually key in the Name, CamID and password is fine as well.

B Mode: There are 3 modes available to choose from:
Play Only: Live view only, no recording.
Continuous recording: Keep recording 24/7 in between the date you set for start and stop
Periodic recording: Recording the period of time in a day you set.

B Continuous Recording Window number. : :
Enable/disable the scheduling
for current window number. =

B Road window |1 || ) Dizable (&) Enable

I office -

i Camers

M PARKING

M Meeting Room [aime Road | CamiD: 001001005 Passyvord sk

M Frort Door

B PanTit The schedule mode
B Dome hioce —

! Builet C} Plary anly @ Continuous recording {:}' Periodic recarding

_J1 The start/end time (for play only/continuous recording mode)

Plary only { Continuous recarding

Enter the
information of the
camerato be
connected.

S boLrhint) |200sn2m4 1950 (v oy |2008n2m4 1952 v

Sunday fonday Tuesday Wednesday Thursdary Friday Saturday

RecordingPlaying Conflict

@ RecordPlay as scheduled O Give up that scheduled recordingflaying

Save Cancel




B Periodic Recording

(2 scheduling
= = Camera List | : —
B Rosd window # |1 |v| ) Dizable (%) Enakle
I office -
M PapmmG
H Mecting Room Mame Mecting Rootm CamiD : 0MOME01SE Password AR
M Fromt Door
B Pan Tit
! Dome

Camera

Macle

B Bulet ) Play only () Cortinuous recording %) Periodic recording The schedule mode
(Periodic recording)

Periodic recording % The period of time for this schedule to be valid

Tirme period
@ Forever '::? During I 0901101 _ | el I_ _ |
O Everykay @) VWeskday E—— Arrange the days of week for
camerato record
Sunday Monday Tuesday Wednesday Thursday
Statt (Haur-Minute) loson = Stop 1830 %)

|

Recording/Playing Conflict

@ RecordPlay as scheduled O Give up that scheduled recordingfplaying

Determine the priority between “current

camera” and “scheduled camera”

B Recording/Playing Conflict: When the schedule time is reached, the program needs to
determine either to run the scheduled camera or keep the currently used camera for this
window. Choosing “Record as scheduled”, CamView connects to the scheduled camera.
Choosing “Give up the scheduled recording”, CamView ignores the scheduled event and
keeps the current connected video session.

4. Language
English
Flitpar
[
A28
Click Language button to change the Frangais
language settings. Italiano
Espafiol
Right now, CamView supports 13 Magyar
languages as following: English, Tirkge
Chinese, Japanese, French, Italian, fosky
Spanish, Hungarian, Turkish, Czech, -
Hebrew, Indian, and Finnish. o
Finnish




5. All Function

e ) D

Record all
Snapshot all

Plax AT1
Panzz all

Dizconmect all

Any of following functions applies to all the channels in current layout only.

Record all: start/enable recording.
Snapshot all: Take snapshot.
Play all: Start playing.

Pause all: Pause.

Disconnect all: Stop playing.
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Appendix I: Uninstall CamView

There are two ways to invoke the CamView uninstaller.

1. Uninstall from the start menu
.Start = CamView =» Uninstall CamView

2. Uninstall from the control panel

.Start = Settings = Control Panel = Add or Remove Programs
.Select CamView program and click “Change/Remove”.

i Cam¥iew 2 0.3 Uninstaller

Welcaome

Welcome ta the uninstaller for Camiew 2.0.3

Step 1: Once the CamView uninstaller
has been invoked, the uninstall screen
shows up. Press “Next” button to move
on.

Uninstall CamView

This program will uninstall Camiew 2.0.3.

If Camiiew is currently running, please close it before proceeding with the
uninstallation.

Otherwize, click Next to continue.

E Next> |[ Cancel

Eﬂ Cam¥iew Setup

Camera List List settings

Step 2: Confirm Camera List setting
and click Next.

Do youwantto keep the Camera List settings far further use ?

) Yes. Keepit |

) No. Remave it |

< Back |[ Cancel
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E Cam¥iew Setup

Schedule Recording Settings Step 3: Confirm whether to keep or
— remove recording / snapshot folder.

Do you want to keep the Schedule Recording settings for further use 7

& Yes, Keep it
(3 Mo, Remave it.

[ < Back ]l Mext = |[ Cancel

Progress Window
4 CamView Uninstaller

Removing CamView
Please wait...

Rermoving Files...
COProgram Files\CamyiewitIMCamyiew resources.dll

AREREEEEE

Cancel |

Finish Window

¥ Cam¥iew Uninstaller

Uninstallation Finished

The uninstallation has completed successfully.

Uninstallation Successful

Camvyiew 2.0.3 has been uninstalled.

Please click Finish to exit.

Finish
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Appendix Il: Performance Information

1. Video Performance Information

The video quality is dependent on the video parameter settings and the network quality. If you want to have a
better video quality, you will usually set higher resolution and higher frame rate. This is fine when you are
viewing the video locally in the same network. But when you want to see the video remotely through the Internet,
you need to know the Internet speed (bandwidth) connected to your home network. If the “Internet speed”
setting of your camera is very large, but your real Internet speed (bandwidth) is relatively low, the video quality
could be very bad. In some worst case, the video display could be disconnected. In order to have the best video
quality, you better have broadband service from your ISP and set the “Internet speed” of the VS316m product a
little lower than the real Internet speed provided by your ISP.

To notice that when multiple users are displaying the videos from the same camera at the same time, the video
bandwidth times number of users will be needed for the Internet speed.

Appendix Ill: Frequent Ask Question

Q: The Cam status indicator shows green icon, but | can not view the video or change the settings.
A: The green icon only denotes that the Cam is online and responding, not guarantees that the video session
can be established one hundred percent. The reason is due to the firewall or the strict access rules of the router.

Q: The video quality is not that good when | view it remotely via the Internet.
A: The video quality is greatly affected by your Internet connection speed. Therefore, we recommend you to
change the bandwidth settings of the Cam to a value which is smaller than the one that your ISP provides you.

Q. The video quality is not good when the status indicator of the IP Cam shows yellow. Why is that?
A: If it is yellow, it means the connection between CamView and the Cam is not good. There might be a firewall
in between or the routers that Cam or CamView are behind have strict rules for the access.

Q: Can the password for playing video be null?
A: No. For security issue, we do not allow users to make their passwords for playing video empty.

Q: Can | change the settings of the Cam through CamView?

A: Yes, partially. You can change the resolution, frame rate, bandwidth, microphone, auto select, indoor/outdoor
mode, light frequency, LED mode, sharpness, and brightness settings of the Cam through CamView. The rest
of the settings can only be configured via the web page of the Cam.

Q. Sometimes | failed to connect to Cam after changing the settings of the IP Cam.

A: Cam needs some time, around 5 seconds, to re-initialize the system. Therefore, please wait 5 seconds and
try to connect it again for playing the video or getting the settings. If the auto reconnection is enabled, then
CamView will connect it for you in 5 seconds.
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CamPlay User Manual

There are two ways to start CamPlay for playback the recorded files or view the snapshot files. One
way is clicking the CamPlay button on the tool bar of CamView.

Click the CamPlay
button.

Another is double click on the Camplay shortcut on your Windows desktop.
r

@ A ML A v2.0.3 2009/06/22 15:10:25 Available: 5.2 GB O @
|| 2 & Recorded Files
e CC-18883BIRIF-(

< ]
=R Snhapshot Files
- CC-18861BIRIP-C
- (CC-18883BIRIP-C
e [C-2023E001005:

Flaving File :

a
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CamPlay File Tree

Recorded videos and snapshots are separated as shown:

@ ieL Al ’Name/ID

[l @ & Recorded Files of cameras
= CIC-18883BIRIP-C ]

= 20081071 T

B 114735

Date: yyyy/MM/dd

Time: hh/mm/ss

¢ >

|| @ @ Snapshot Files
= CC-18861BIRIP-L

= - 20081009
=1 105805-1
5 - CC-18883BIRIP-C
= 20081010
= 1051391
= [C-2024-001005;
o - 20081029
The folder structure is:
Camera (Name-ID)
. 2 -- Date
-- File (time)

@ CAMPI % 2009/06/22 15:36:38 Available: 5.2 GB

|| 2 & Recorded Files
= (CC-18883BIRIP-C

= - 20081011

i 114735

120806

ChProgram Files\CamView\Recording\CC-18882EIRIF-00101707 32008101 W1 20806 crf (381.04 ME)
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CamPlay Functions

Refresh file tree Directory Language

1. Refresh file tree:
Click it to refresh the file trees especially after CamView is done with recording or snapshot.

2. Directory:

4" to change

Click to get into the directory settins dialog for recording and snapshot. Click
the settings.

@ Directory settings

Eecoording
Save mor record ing files in thiz folder:

Z:Z:".Prn:-_e_'r::ﬂn File\CamView\Eecond ing | [ Open ] [Change.. ]

Snapshot
wave 1w snapshaot files in this folder:

C \Progremn Files\CamTiew'Enapshot | [Open J [Chenge. |

Note: To correctly find the video files and snapshots which were recorded and taken by CamView, we strongly suggest
configuring the directories of the recorded files and snapshot files of CamPlay to what you have configured in CamView.

3. Language: Click to select the language you preferred.
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English
B
(Bl
HAgE
Frangais
Italiano
Espafiol
Magwar
Tiitk Ge
Cesky
N1y
4’|"|&|“'|1ﬂ&|

Finnish

4. Headline Explanation

HDD available space L
@ CAMPLAY ;5 2009/06/22 16:25:29 Available: 5.1 GB

©

CamPlay Version

Minimize CamPlay Exit CamPlay

5. Convert to: “.AVI” : Transcoding to avi format is supported. Simply right click on the file you want
to transcode and select “Covnert to .avi”. Wait for a while and the transcoded file will be saved in the

same folder with the original file. Select “Open folder” to browse all the files recorded in the same day
from the same camera.

= & Recorded Files

S CC-18883BIRIP-(
S e 20081011

Open folder
| Convert to .avl
Delete
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Playback Function Bar

To playback the recorded file, you can either double click on it or drag it to the video window directly.
To view the snapshot file, simply double click on it and the snapshot will be opened by the default
viewer of your computer.

Drag time bar to select target playback video time

Pause / Resume Fast Forward Mute / Un-Mute

X n) Oilmli- )

Play Stop

Zoom In / Out

Slow Forward Take Snapshot

1. Snapshot
e The snapshots you taken within CamPlay are saved in

SNAPSHOT_DIRECTORY\CamPlay\date\.

2.Zoom in and zoom out

The maximum resolution you can zoom in to is 640x480 and the minimum retion you can zoom
out tooriginal resolution of the video file. To zoom in, click . Click
click m to see the original resolution of the video file.

As mentioned earlier, snapshot is displayed by the default viewer of your computer. This gives you the

to zoom out and

ability to playback the recorded video file and view the snapshot at the same time.
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